	Description 
	Part Code

	Signaline FT-78-EN Non-resettable linear heat detector 78 deg C
	SL-FT-78-EN

	Signaline FT-78-EN Non-resettable linear heat detector 88 deg C
	SL-FT-88-EN

	Signaline Locator Plus-EN alarm location and interface module
	SLP-002

	Signaline FT-EOL-EN two zone end of line with test switches
	FT-EOL-EN

	P Clip - Stainless Steel Clip with Insulator (pack of 100)
	SL-FX/P

	P Clip - Stainless Steel Clip with Insulator (pack of 25)
	SL-FX/P/25
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Model Signaline LocatorPlus-EN
Dimensions 180 x 120 x 60.5mm (HXWxD)
IP Rating P65
ish Light grey with clear lid. Orange faceplate.
Display 2 line, 16 character backlit display with zone status
Approvals EN54-28:2016, UL File no.: $24913
Operating voltage 12 / 24 / 36Vdc
Operating current <15mA / <7mA / <5mA
Alarm current <40mA / <23mA / <15mA

Operating temp. range  -20°C to +50°C (-4°F to +122°F)

Terminal blocks 5mm Rising Clamp

Rating 16A

Wire size 0.08mm2 (28AWG) to 4mm2 (11AWG)
Supervised circuits Power, Input Zone 1 & Input Zone 2
Inputs
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Outputs

Communications |Two wire RS-485 Modbus RTU

Sounder 2.4kHz 92dBa @ 10cm Buzzer

2x Form C volt-free relay contacts (resistive, common)
Max vV 30Vac or 42.4vdc

Max Current 2A

Max Switching Power  60W, 62.5VA

2x Optoisolated phototransistor output (resistive, common)
Max vV 35Vdc

Max Current 80mA

Max Power Dissipation 150mW
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Model Signaline FT-78-EN

Max reel length 500m (sold in 50m increments, MOQ = 50m)
Alarm temperature 78°C (155°F)

Max ambient temp. 45°C (113°F)

Min. ambient temp -40°C (-40°F)

EN54-28 performance T078-V10-A045

Environmental group I

Conductor resistance 1.25Q/M per core

Max voltage 74Vdc or 49Vac

Humidity 0% to 98% RH

Insulation 1kV tested protective outer coating

Tensile strength 1700 N/mm?

Minimum bend radius 100mm

Overall diameter 5.72mm

Weight 16kg/500M

Outer sheath UV & chemical resistant sheath (red)

Features Low-Smoke Zero Halogen (LSZH), UV Stable, Oil
Resistant, Flame Retardant

Colour Red

Approvals EN54-28:2016, UL File no.: $24913, CE, ROHS

Signaline FT-EN Line Type Heat Detector (Signaline FT-EN) can detect a
build-up of heat anywhere along its length. When any point along the
length of the cable reaches a predetermined temperature an alarm is
initiated.

Signaline FT-EN is approved by UL to EN54 part 28 as non-resettable
line type heat detector. It is low smoke zero halogen and is available in
either 78°C or 88°C alarm temperatures.

Multiple fixing options and accessories are available.
Visit Signaline.com for our complete catalogue.
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Conventional Systems
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Addressable Systems
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Hazardous Areas

FT-78-EN is to be used with
the Signaline LocatorPlus-EN
and the Signaline FT-EOL-EN
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